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SMARTER WAYS TO WORK Hyd_"OBlend

DESCRIPTION

‘

FINN HydroBlend 600....Tank size packaging for the Finn T60 HydroSeeder is
now available. The core Finn Additive System products that have been effec-
tively used for years are now in one box. Finn HydroBlend 600! How easy is

it? This one-step application for turf establishment is the only one of its kind;
providing, nutrient-available soil, faster germination, healthier root structure
and erosion control. No matter what your experience level; Finn HydroBlend
600 is error proof when choosing the highest quality product to complete your
job. Just add your preferred seed and hydromulch and not only is the product
effective but application is simple!

APPLICATION & RATES

THE FOLLOWING HYDROSEEDER LOADING PROCEDURES ARE PROVIDED TO
ASSURE THE OPTIMUM SUCCESS, EFFICIENCY AND SAFETY WHILE MIXING THE FINN
ADDITIVE SYSTEM CONSUMABLE PRODUCTS.

STEP 1: BEGIN FILLING TANK WITH WATER

STEP 2:  PURGE SPRAY TOWER, HOSES AND RE-CIRCULATION LINES

STEP 3:  AS WATER REACHES THE BOTTOM OF THE AGITATOR PLACE IT IN REVERSE
STEP 4: ADD SEED -

STEP 5: ADD FINN HYDROBLEND 600

STEP 6: ALLOW TIME TO MIX

STEP7:  ADD HYDRAULIC MULCH

STEP 8:  SET AGITATION IN FORWARD MQOTION, SLOW DOWNTO 2 SPEED

PACKAGING

17 LB. CASE
CONTENTS:
FINN HYDROMAX
FINN HYDROGEL B
FINN HPN
FINN TACKPLUS
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